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Dear Sir: 

In response to the notice of non-compliant appeal brief, dated December 27, 2007, please 
find attached a revised section 5, directed to the concise explanation of the subject matter defined 
in independent claim 1 & 7. In accordance with the Examiner's suggestion, only section (5) 
Summary of Claimed Subject Matter is attached hereto. The revised section includes specific 
reference to the specification, page and line numbers, as well as the drawing figures. 

Should the Board need any additional information, please do not hesitate to contact the 
undersigned. 



Berenato, White & Stavish 
6550 Rock Spring Drive, Ste 240 
Bethesda, Maryland 20817 
Tel. 301-896-0600 
Fax 301-896-0607 




(5) SUMMARY OF CLAIMED SUBJECT MATTER 

The instant invention, as claimed in independent claim 1, is directed to a vent 1 assembly 
for a housing 51 containing a lubricating fluid and accommodating a gear mechanism. Page 3, 
lines 19-24, Figs 1-3; page 5 lines 22-2, Figs 4-5. The vent includes a hollow casing 5 having a 
continuous side wall with at least one hole 15 there through. Page 3, lines 19-24, Figs 1-3. The 
hollow casing 5 has an opening 13 formed in a lower portion thereof and a vent tube 3 extending 
within the hollow casing 5 so as to form a cavity between an inner peripheral surface of said 
casing 5 and an outer peripheral surface of the vent tube 3. Page 4, lines 1-11, Figs 1-3. The 
vent tube 3 has a first open end 7 disposed within the hollow casing and a second end 7 
(proximate 9) extending outside the casing in communication with an external environment. 
Page 4, lines 1-11, Figs 1-3. 

The instant invention, as claimed in independent claim 7, is directed to a vent assembly 1 
in combination with a gear housing 51 filled with a lubricating fluid and accommodating a gear 
mechanism. Page 3, lines 19-24, Figs 1-3; page 5 lines 22-2, Fig.s 4-5. The vent assembly 1 
includes a hollow casing 5 secured substantially within the housing 51. Page 3, lines 19-24, Fig.s 
1-3. The casing 5 has a continuous side wall having at least one hole 15 there through and 
terminates at a lower portion having an opening 13 to facilitate return of entrained lubricant to 
the gear housing 51. Page 4, lines 1-11, Figs 1-3. A vent tube 3 extends within the hollow 
casing 5 so as to form a cavity between an inner peripheral surface of said casing 5 and an outer 
peripheral surface of the vent tube 3. Page 3, lines 19-24, Figs 1-3. The vent tube 3 includes a 
first open 7 end disposed within the hollow casing and a second end 7 (proximate 9) extending 
outside the casing 5 and in communication with an external environment relative to the gear 
housing 51. Page 4, lines 1-11 Figs 1-3. 
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